
PIPELINE THIRD-PARTY INSPECTOR CERTIFICATE 
NORTH DAKOTA OIL & GAS DIVISION 
SFN 61812 (04-2020)

Oil & Gas Division 
600 E Boulevard Ave Dept 405 

Bismarck ND  58505 

Third-Party Inspector does hereby certify:

The pipelines have completed a hydrostatic or pneumatic pressure test, or otherwise demonstrated integrity after 
completion of installation and prior to being put into service as required by North Dakota Administrative Code 
Section 43-02-03-29.1.

The pipelines were constructed and installed in compliance with North Dakota Administrative Code Section 
43-02-03-29.1.

Name

Note:  The certificate must be completed by a third-party independent inspector who is not an employee of the gathering pipeline owner/
operator or the contractor hired to construct and install the pipeline.  This certificate is only required for newly constructed pipelines as 
defined under North Dakota Administrative Code Section 43-02-03-29.1.

Title Company

This affidavit is made to comply with North Dakota Administrative Code Section 43-02-03-29.1.

Signature Date

Owner/Operator of Pipeline(s)

Documentation has been included identifying any leaks, ruptures, or other integrity issues encountered, and an 
explanation for any substantial pressure gain or losses during the integrity test, if applicable. 

The pipelines were tested on

THE FOLLOWING PIPELINES WERE TESTED

THE FOLLOWING PIPELINES WERE INSTALLED

Hydrostatic
Type of Pressure Test

Pneumatic

a.

b.

c.
Resulted in

FailedPassed

a.

PIPELINE NAMES (Naming scheme must match geographical information system)

Date
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Third-Party Inspector does hereby certify:
The pipelines have completed a hydrostatic or pneumatic pressure test, or otherwise demonstrated integrity after completion of installation and prior to being put into service as required by North Dakota Administrative Code Section 43-02-03-29.1.
The pipelines were constructed and installed in compliance with North Dakota Administrative Code Section 43-02-03-29.1.
Note:  The certificate must be completed by a third-party independent inspector who is not an employee of the gathering pipeline owner/operator or the contractor hired to construct and install the pipeline.  This certificate is only required for newly constructed pipelines as defined under North Dakota Administrative Code Section 43-02-03-29.1.
This affidavit is made to comply with North Dakota Administrative Code Section 43-02-03-29.1.
Documentation has been included identifying any leaks, ruptures, or other integrity issues encountered, and an explanation for any substantial pressure gain or losses during the integrity test, if applicable. 
The pipelines were tested on
THE FOLLOWING PIPELINES WERE TESTED
THE FOLLOWING PIPELINES WERE INSTALLED
Type of Pressure Test
a.
b.
c.
Resulted in
a.
PIPELINE NAMES (Naming scheme must match geographical information system)
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